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TOSCELIK

DIN 30670: 2012-04: Celik boru ve ek parcalarinin
Polietilen kaplamalari

Denetim Raporu No: SZU19102301/2

Polietilen Kaplanmis Celik Borular
Kaplama kalnlii: 1,50 mm - 5,00 mm
Uzunluk: 6000 mm - 14000 mm

Dis cap: @ 21,30 mm — @ 339,70 mm

SZUTEST Uygunluk Degerlendirme A.$. tretici tarafindan hazirlanmis olan, triin uygunlugunu gésterir teknik
dokiimantasyonun varigini ve ilgili standarda uygunludunu dogrulamaktadir. Uretim kontrol sistemi
dokiimantasyonu, Uriiniin teknik dosyasi ve test raporiari kontrol edilmis ve ilgili standarda uygun
bulunmugtur. DIN EN ISO 21809-1 standardina 6nemli bir ek olarak, bu Alman standardi Avrupa Standardiyla
bagdastinimayip (g tabakali ekstriide ve bir veya daha gok tabakali sinterlenmis polietilen bazli kaplamalari

belirler.
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CERTIFICATE OF CONFORMITY OF

Reference Number of Licence:
Date of First Issue of Licence:
Licence Valid Until:

Name of the Licence Holder:

Address of the Licence Holder:

Manufacturer:

Manufacturing Address:

Registered Trade Mark:

Related Standard:

Base of Certificate:

Scope of Licence:
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TOSCELIK

DIN 30670:2012-04: Polyethylene coatings of steel
‘pipes and fittings

Audit Report No: SZU-19102301/2

Polyethylene Coated Steel Pipes

Coating thickness: 1,50 mm — 5,00 mm
Length: 6000 mm = 14000 mm

External diameter: @ 21,30 mm — @ 339,70 mm

SZUTEST Uygunluk Dederlendirme A.S. confirms that the presence of the technical documentation which is prepared by t

manufacturer that demonstrates evidence of compliance to the related standard. Production control system documentatio.
technical file and test reports of the product mentioned below have been checked and found in compliance with relate
standard. An important supplement to DIN EN ISO 21809-1, this German Standard specifies requirements for three-lays
extruded and one- or multi-layered sintered polyethylene-based coatings, which are not dealt with in the European Standard.
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