Strojirensky zkusebni Gstav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Certifikaénl organ certifikujici produkty
Engineering Test Institute, Public Enterprise, Hudcova 424/56b, 621 00 Brno, Czech Republic
Product Certification Body

CERTIFIKAT
CERTIFICATE

Cso £ 30-.01087-16

Number:

Drzitel certifikatu — vyrobce: Tosgelik Profil ve Sac End. A.S.

Owner of Certificate — Manufacturer:  Organize Sanayi Bolgesi Necati Ozsoy Cad. 31200
Sariseki / Iskenderun
Turecko — Turkey

Vyrobky: Trubky z nelegované oceli vhodné ke svafovani

Products: a fezanl zavitll podle EN 10255:2004+A1:2007
Non-alloy steel tubes suitable for welding and threading
pursuant to EN 10255:2004+A1.2007

Typové oznaceni: viz 2. strana
Type designation: see Page 3

Aplikovana harmonizovana norma: CSN EN 10255+A1:2007
Applied harmonized standard:

Podklad pro vydanl certifikatu: Protokol o posouzeni viastnosti stavebniho vyrobku
Basis of Certificate issuance: ¢. 1015-CPR-30-13209 ze dne 2016-09-30
Report on assessment of the performance of construction
product 1015-CPR-30-13209 of 2016-09-30

Strojirensky zkusebni Ustav, s.p., potvrzuje, Ze posoudil vlastnosti stavebnich vyrobkl v souladu
s ustanovenim bodu 1.4 (b) Systém 3 piilohy V nafizeni Evropského parlamentu a Rady (EU)
¢. 305/2011 ze dne 9. bfezna 2011 (nafizeni o stavebnich vyrobcich neboli CPR), v platném znéni, a
stanovil vlastnosti zakladnich charakteristik stavebnich vyrobk(.

Tento certifikat nenahrazuje pfislusny dokument vydany oznamenym subjektem.

Strojirensky zku$ebni ustav, s.p. (Engineering Test Institute, Public Enterprise) hereby confirms that it
has carried out an assessment of the performance of the consitruction products in accordance with
item 1.4 (b), System 3, Annex V of Regulation (EU) No. 305/2011 of the European Parliament and of
the Council of 9 March 2011 (Construction Products Regulation — CPR) as amended, and has
determined the performance of essential characteristics of the construction products.

This Certificate is not a substitute for relevant document issued by Notified Body.

Brno, 2016-09-30

ing. Ales Onderek
zastupce feditele
Deputy Director
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Specifikace vyrobkl — zakladni technické udaje:

Virobky l‘;:::;:y z nelegované oceli vhodné pro svarfovani a fezani

' Technicka specifikace EN 10255:2004+A1:2007

Druh oceli Nelegovana

Oznadeni oceli S 195T (1.0026)

Jmenovity H M L

vn&jsi Vngj§i | Vn&si | Tloustka | Vn&j8i | Vngjsi | Tloustka | Vngjsi | Vnéjsi Tloustka

K primé&r | prGmér | pramér stény pramér | prdmér stény primér | primér stény

£ D max. min, T max. min. T max. min. T

E 17,2 17,6 16,7 29 17,5 16,7 2,3 17,4 16,7 2,0

’ 21,3 21,8 21,0 3,2 21,8 21,0 2,6 21,7 21,0 23

26,9 27,3 26,5 3.2 273 26,5 2,6 27,1 26,4 2,3

‘ 33,7 34,2 33,3 4,0 34,2 333 32 34,0 33,2 29

2 42 4 42,9 42,0 4,0 429 42,0 32 42,7 41,9 29

f 48,3 48,8 479 4,0 48,8 47,9 3.2 48,6 47,8 29

: 60,3 60,8 59,7 45 60,8 59,7 3,6 60,7 59,6 3,2

’ 76,1 76,6 75,3 45 76,6 75,3 3,6 76,0 75,2 3,2

88,9 89,5 88,0 5,0 89,5 88,0 4,0 88,7 87,9 32

101,6 101,2 100,3 36

114,3 115,0 1131 54 115,0 113,1 4,5 1139 113,0 3,6

139,7 140,8 138,5 54 140,8 138,5 50 140,8 138,5 4,5

: 165,1 166,5 163,9 54 166,5 163,9 50 166,5 163,9 4,5

; Jmenovity L1 L2

wnsisie e e T . TIOUStka | +; weer oz | wrzizr oons. | TIOUStka

promar | VNeisi pramér | Vngjsi pramér stany Vnejsi primér | Vingjsi prdinéi stény

D max. min. T max. min. T

17,2 17,4 16,7 2,0 1741 16,7 18

21,3 21,7 21,0 23 21,4 21,0 2,0

26,9 271 264 2,3 26,9 264 23

33,7 34,0 33,2 2,9 33,8 33,2 26

42,4 42,7 41,9 2,9 42,5 41,9 26

48,3 48,6 47,8 2,9 48,4 478 29

- 60,3 60,7 59,6 3.2 60,2 59,6 2,9

Ef 76,1 76,3 75,2 3,2 76,0 75,2 3.2

88,9 89,4 879 3,6 88,7 87,9 3.2

= 114.3 114,9 113,0 4,0 113,9 113,0 3.6
Poznamka: rozméry jsou uvedeny v mm.
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Product specification — Basic technical data:

Products Non-alloy steel tubes suitable for welding and threading
Technical specification EN 10255:2004+A1:2007
Steel type Non-alloy
Steel designation S 195T (1.0026)
Nominal H M i L
outside QOutside ; Outside Wall Outside | Outside | Wall | Outside | Outside Wall
diameter | diameter | diameter | thickness | diameter | diameter | thickness | diameter | diameter | thickness
D max. min T max. min. T max. min. T
17.2 17.5 16.7 2.9 17.5 16.7 2.3 17.4 16.7 2.0
21.3 21.8 | 21.0 3.2 21.8 21.0 2.6 P 217 21.0 2.3
26.9 273 | 265 3.2 27.3 26.5 2.6 i 27.1 26.4 2.3
33.7 342 ! 333 4.0 34.2 33.3 3.2 34.0 33.2 2.9
424 | 429 42.0 4.0 42.9 42.0 3.2 42.7 41.9 2.9
483 | 488 47.9 4.0 48.8 47.9 3.2 48.6 | 47.8 2.9
60.3 60.8 59.7 4.5 60.8 59.7 3.6 60.7 | 596 3.2
76.1 76.6 75.3 4.5 76.6 75.3 3.6 I 76.0 75.2 3.2
88.9 89.5 | 88.0 5.0 89.5 58.0 4.0 . 887 87.9 3.2
101.6 - i 101.2 1G0.3 3.6
114.3 115.0 113.1 5.4 115.0 113.1 4.5 L1139 113.0 3.6
139.7 140.8 138.5 5.4 140.8 138.5 | 5.0 | 140.8 138.5 4.5
165.1 | 166.5 163.9 5.4 166.5 163.9 | 5.0 | 166.5 163.9 4.5
Nominal L1 L2
outside Outside Outside Wall Outside Outside Wall
diameter diameter diameter thickness diameter diameter thickness
D max. min T max. min. T
17.2 17.4 16.7 2.0 17.1 16.7 1.8
21.3 21.7 21.0 2.3 21.4 21.0 2.0
26.9 27.1 26.4 2.3 26.9 26.4 2.3
337 34.0 33.2 2.9 33.8 33.2 2.6
42.4 42.7 41.9 2.9 42.5 { 41.9 2.6
48.3 48.6 47.8 29 48.4 47.8 2.9
60.3 60.7 59.6 3.2 ! 60.2 § 59.6 2.9
76.1 76.3 75.2 3.2 76.0 ' 75.2 3.2
88.9 89.4 87.9 3.6 88.7 87.9 3.2
114.3 114.9 113.0 4.0 113.9 113.0 3.6
Note: Dimensions are given in mm.
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Strojirensky zkusebni Gstav, s.p., Hudcova 424/56b, 621 00 Brno, Ceska republika
Certifikacni organ certifikujici produkty
Engineering Test Institute, Public Enterprise, Hudcova 424/56b, 621 00 Brno, Czech Republic
Product Certification Body

CERTIFIKAT
CERTIFICATE

Cis:  E£.30.01087-16

Number

Drzitel certifikatu — vyrobce: Tosgelik Profil ve Sac End. A.S.

Owner of Certificate — Manufacturer:  Organize Sanayi Bolgesi Necati Ozsoy Cad. 31200
Sariseki / Iskenderun
Turecko — Turkey

Vyrobky: Trubky z nelegované oceli vhodné ke svafovani

Products: a fezani zavit(l podle EN 10255:2004+A1:2007
Non-alloy steel tubes suitable for welding and threading
pursuant to EN 10255:2004+A1:2007

Typove oznaceni: viz 2. strana
Type designation: see Page 3

Aplikovana harmonizovana norma: CSN EN 10255+A1:2007
Applied harmonized standard:

Podklad pro vydani certifikatu: Protokol o0 posouzeni viastnosti stavebniho vyrobku
Basis of Certificate issuance. ¢ 1015-CPR-30-13209 ze dne 2016-09-30
Report on assessment of the performance of construction
product 1015-CPR-30-13209 of 2016-09-30

Strojirensky zku$ebni Ustav, s.p., potvrzuje, Ze posoudil viastnosti stavebnich vyrobkl v souladu
s ustanovenim bodu 1.4 (b) Systém 3 pfilohy V nafizeni Evropského parlamentu a Rady (EU)
&. 305/2011 ze dne 9. bfezna 2011 (nafizeni o stavebnich vyrobcich neboli CPR), v platném znéni, a
stanovil viastnosti zakladnich charakteristik stavebnich vyrobkd.

Tento certifikat nenahrazuje pfislusny dokument vydany oznamenym subjektem.

Strojirensky zkusebni ustav, s.p. (Engineering Test Institute, Public Enterprise) hereby confirms that it
has carried out an assessment of the performance of the construction products in accordance with
Item 1.4 (b), System 3, Annex V of Regulation (EU) No. 305/2011 of the European Parliament and of
the Council of 9 March 2011 (Construction Products Regulation — CPR) as amended, and has
determined the performance of essential characteristics of the construction products.

This Certificate is not a substitute for relevant document issued by Notified Boay.
. ; WS

Brno, 2016-09-30

Ing Ale$ Onder
zastupce feditele
Deputy Director
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Specifikace vyrobk( — zakladni technické udaje: ‘
Vyrobky 'zl’gszty z nelegované oceli vhodné pro svafovani a fezani ‘
‘ Technické specifikace EN 10255:2004+A1:2007 :
Druh oceli Nelegovana
Oznadeni oceli S 195T (1.0026)
; Jmenovity H M L
i vnéjsi Vnéjsi | Vngjsi | Tloustka | Vné&jsi | Vnéj§i | Tloustka | Vn&j§i | Vnéjsi Tloustka
primé&r | primér | primér stény prdmér | prdmér stény primé&r | pramér stény 3
3 D max. min. T max. min. T max. min. T
E 17,2 17,5 16,7 29 17,5 16,7 23 17,4 16,7 2,0 E
21,3 21,8 21,0 32 21,8 21,0 26 21,7 21,0 2,3
26,9 273 | 265 3.2 27,3 26,5 2,6 27,1 26,4 23
i 33,7 342 33,3 4,0 34,2 33,3 32 34,0 33,2 2,9 4
E 424 42,9 420 4,0 429 42,0 3,2 427 41,9 29 §
4 48,3 48,8 47,9 40 48,8 47.9 3.2 48,6 47,8 29 !
= 60,3 60,8 59,7 45 60,8 59,7 36 60,7 59,6 32
76,1 766 | 753 4,5 76,6 753 36 76,0 752 32
88,9 89,5 88,0 5,0 89,5 88,0 4.0 88,7 87,9 3.2
g 101,6 101,2 100.3 3.6 ~
114.3 115,0 113,1 5,4 115,0 113,1 4,5 113,9 113.0 3,6 e
139,7 140,8 138,5 5,4 140,8 138,5 5,0 140,8 138,5 4,5
E 165,1 166,56 163,9 54 166,5 163,9 50 166,5 163,9 4,5 §
Jmenovity L1 L2 §
;;,r?‘]?rjl?élr Vnéjsi primér | Vnéjsi prﬁmér Tlst%it;(a Vnéjsi praimér | Vnéjsi prﬁmér TI:ttglt;:(a 3
D max. min. T max. min. T :
17,2 17.4 16,7 2,0 17,1 16,7 1,8
E 21,3 21,7 21,0 2,3 21,4 21,0 2,0 §
26,9 27,1 26,4 2,3 26.9 26,4 2,3
. 33.7 34,0 332 2,9 33,8 33,2 2,6
42,4 42,7 41,9 2,9 42,5 41,9 2,6
48,3 48,6 47.8 29 48.4 47,8 29
2 60,3 60,7 59,6 3.2 60,2 59,6 29 =
i 76,1 76,3 75,2 3,2 76,0 75,2 3,2 =1
: 88,9 89,4 87.9 3.6 88,7 87,9 32 E
= 114,3 114,9 113,0 4,0 113,9 113,0 36 =i
> Poznamka: rozméry jsou uvedeny v mm. -
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Product specification — Basic technical data:

Products Non-alloy steel tubes suitable for welding and threading
Technical specification EN 10255:2004+A1:20067
Steel type Non-alloy
Steel designation S 195T (1.0026)
Nominal | H M L
outside | Outside | Outside | Wall Outside | Outside Wall Outside | Oulside Wall
diameter | diameter | diameter | thickness | diameter | diameter | thickness | diameter | diameter | thickness
D max. | min T max. min. T max. min. T
17.2 175 | 167 2.9 17.5 16.7 2.3 17.4 16.7 2.0
21.3 21.8 21.0 3.2 21.8 21.0 2.6 21.7 2i.0 2.3
26.9 27.3 26.5 3.2 27.3 26.5 2.6 27.1 26.4 2.3
33.7 34.2 33.3 4.0 342 | 333 3.2 34.0 33.2 2.9
42.4 42.9 42.0 4.0 42.9 42.0 3.2 42.7 41.9 2.9
48.3 48.8 479 | 40 48.8 47.9 3.2 48.6 47.8 2.9
60.3 60.8 59.7 | 4.5 60.8 59.7 3.6 60.7 59.6 3.2
76.1 76.6 75.3 4.5 76.6 75.3 3.6 76.0 75.2 3.2
889 | 89.5 88.0 5.0 89.5 88.0 4.0 88.7 87.9 3.2
101.6 101.2 100.3 3.6
1143 | 115.0 113.1 5.4 115.0 113.1 4.5 113.9 113.0 3.6
139.7 | 140.8 138.5 5.4 140.8 138.5 5.0 140.8 138.5 4.5
1651 | 166.5 163.9 54 166.5 163.9 5.0 166.5 163.§ 4.5
Nominal L1 L2
outside Outside Outside Wall Outside Outside | Wall
diameter diameter diameter thickness diameter diameter |  thickness
D max. min T max. min. T
17.2 17.4 16.7 2.0 17.1 16.7 1.8
21.3 21.7 21.0 2.3 21.4 21.0 2.0
26.9 27.1 26.4 2.3 26.9 26.4 2.3
33.7 34.0 33.2 2.9 33.8 33.2 2.6
42.4 42.7 41.9 2.9 42.5 41.9 2.6
48.3 48.6 47.8 2.9 48.4 47.8 2.9
60.3 60.7 59.6 3.2 60.2 56.6 29
76.1 76.3 75.2 3.2 76.0 75.2 3.2
88.9 89.4 87.9 3.6 88.7 87.9 3.2
114.3 114.9 113.0 4.0 113.9 113.0 3.6
Note: Dimensions are given in mm.
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